INSTALL 14 FT. BREAKAWAY PEDESTAL POLE AND SIGNAL HEADS (NOTE: 1—2 IN. SCHEDULE 80,

RIGID PVC CONDUIT BEND)
INSTALL PAVEMENT MARKING ARROWS AND ONLYS
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30"x36" PROPOSED GEOMETRICS 2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.
3. CONTROLLER TO BE RECONFIGURED TO RUN LEAD/LAG LEFT TURNS.
4, S. B. LEFT TURN TO BE LEAD LEFT — N.B. LEFT TURN TO BE LAG LEFT.
5. N.B. AND S.B. LEFT TURNS SHALL NOT OPERATE CONCURRENTLY
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NOTES:
PAVEMENT MARKING LOCATION TABLE 1. INSTALL PRESENCE LOOP DETECTORS 1 FT. BEHIND STOPLINES
DISTANCE FROM 2. INSTALL DETECTORS AND CONDUIT PRIOR TO THE
PAVEMENT MARKING STOPBAR INSTALLATION OF PAVEMENT MARKINGS
LT. ARROW 50 FT. 3. THE CONTRACTOR SHALL CONFIRM THE LOCATION OF
CONSTRUCTION DETAILS RT. ARROW 50 FT. GEOMETRICS PRIOR TO THE INSTALLATION OF SIGNAL
LT. ONLY 90 FT. EQUIPMENT
A INSTALL, & FT. X 30 FT. QUADRUPOLE TYPE LOOP DETECTOR ENCASED IN 1 /4- IN. FLEXIBLE
TUBING (3-6—3 WINDING) LT. ONLY 90 FT,
B8 INSTALL 1 IN. LIQUID=TIGHT, FLEXIBLE NON—METALLIC CONDUIT (DETECTOR WIRE SLEEVE) LT. ARROW 130 FT.
C INSTALL 4 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (BORED) RT. ARROW 130 FT
D INSTALL HANDHOLE - 2
E REMOVE EXISTING SIGNAL HEAD AND INSTALL NEW SIGNAL HEAD AS SHOWN
F REMOVE EXISTING SIGN AND INSTALL NEW SIGN HEAD AS SHOWN
G INSTALL NEW SIGNAL HEADS AND SIGNS AS SHOWN
H USE EXISTING CONDUIT
d USE EXISTING HANDHOLE
K INSTALL ONE—4 CHANNEL LOOP DETECTOR AMPLIFIERS INTO EXISTING POLE MOUNTED CABINET \
L INSTALL 24 IN. WHITE THERMOPLASTIC PAVEMENT MARKINGS
M INSTALL 5 IN. WHITE THERMOPLASTIC PAVEMENT MARKINGS
N INSTALL ™THRU” ARROW TO CREATE A COMBINATION "THRU-LEFT" ARROW PAVEMENT MARKING
O  REMOVE EXISTING SIGN ( | LOG MI. 22001313.43
P INSTALL 2 IN. SCHEDULE 80 RIGID POLYVINYL CHLORIDE ELECTRICAL CONDUIT (TRENCHED
A REVISIONS APPROVALS MARYLAND DOT — STATE HIGHWAY ADMINISTRATION
R
S

RELOCATE EXISTING SIGN

Trarric &ONCEPTS , .

Brightview Business Center
8258 Veterans Highway
Suite 19A

Millersville, MD 21108
(410) 987-0427
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INSTALL SIGNAL HEADS AND
DETECTION FOR NEW APPROACH
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TRAFFIC ENGINEERING DESIGN

DIVISION

TRAFFIC SIGNALIZATION PLAN

US 13 AND DAGSBORO ROAD

D 2-6-98
ADDED NEW LOOPS AND CONDUIT
SHA NO. BW996M82
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